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Telekye IP & Mobile Surveillance Solution

NX301 Video Server
Converting analogue camera into IP-based
or mobile surveillance

1 video in, 1 audio in/out, 1 alarm in/ out, 1 RS485 out
Refreshing rate up to 25/30fps at D1 resolution

USB connection for mobile data modem

Power over Ethernet

Power output for DC 12V camera

surelINK for dynamic IP Internet connection

Supporting popular 3rd party telemetry protocols

Flash memory storage for video recording (optional)

Supporting mobile phone viewing

NX288 IR Vandal Resistant Network Dome
IP surveillance in complete darkness

Ultra Hi-Resolution 1/3" CCD, HQ1 Technology

f=2.9 - 10mm vari-focal auto-iris IR lens

True day & night operation with switchable IR-cut filter
10 IR LEDs, ~15m illumination range

0.13 Lux/F1.3 (IR OFF), 0.0 Lux (IR ON)

IP66, vandal resistant, 3-axis adjustment

Power over Ethernet

Flash memory storage for video recording (optional)

Supporting mobile phone viewing

NX173 Outdoor Vandal Resistant
Network Dome
Outdoor and vandal resistant IP Surveillance

f=3.6mm fixed iris lens

0.5 Lux/F1.2

IP66 weather proof & vandal resistant
Auto gain control

Back light compensation

Supporting mobile phone viewing

NX589 Professional 26X Day / Night
Network Speed Dome
IP-based high speed dome for all round surveillance

Optical zoom: 26X, Digital zoom: 12X

128 presets, 6 patrols, 3 patterns

Day / night minimum illumination: 0.01 Lux
8 privacy zone maskings

IP66 weather proof standard

Flash memory storage for video recording

Supporting mobile viewing
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A Wide Range of
Video Application Software

All TeleEye NX network camera and video server can work in conjunction with the following back-end
applications to build up a complete IP and mobile surveillance system.

Multi-site Monitoring

TeleEye Multi-site Monitoring Software (WX-M16) allows connections up
to 16 cameras or servers simultaneously via LAN or Internet.

e Up to 16 cameras monitoring

¢ Triplex operations

¢ Digital video recording & electronic patrol
e Sophisticated event management

e Full screen display

Central Monitoring Station

Telekye Central Monitoring (CMSO1) Station offers central monitoring
station managers new level of management control and so offering
enhanced services to their clients.

e Design for multiple-site, multiple-user environment
e Assignable authorities for individual users

e Comprehensive site database, including key holder information,
floor plan, reference images...

e Sophisticated event and activity logging
e British Standard BS 8418 compliance

Mobile Video Monitoring

TeleEye M-monitoring Solution (M-303) gives you real time video viewing
with your existing mobile phone.

e Live viewing through HSDPA, UMTS, EDGE, GPRS, ...
e Telemetry control

e Event reporting

MULTI-STREAM
VIDEO

Web Browser Monitoring

All TeleEye NX network cameras and video server come with a built-in
web server. Live viewing and other operations can be carried out
through using a standard web browser installed in any PC.
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Configuration
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Specifications

MODEL NX301 NX288 NX173 NX589

Single Channel IR Vandal Resistant Vandal Resistant Network
Video Server Network Dome Network Dome Speed Dome
IMAGE SENSOR - 1/3" colour CCD 1/4" colour CCD
RESOLUTION (P): 720 x 576, 360 x 288; (N): 720 x 480, 360 x 240
_ - Day: 0.07 Lux
MINIMUM ILLUMINATION 0.0 Lux (IR on) 0.5 Lux (F=1.2) Night: 0.01 Lux ( F=1.6)
LENS - f=2.9 - 10mm f=3.6mm f=3.5 - 91mm
Vari-focal auto-iris lens Fixed iris lens optical: 26x/ digital: 12x
IR RANGE - 15m - -
VIDEO INPUT PAL / NTSC (auto) -
AUDIO INPUT 1 channel, RCA, line level -
AUDIO OUTPUT 1 channel, RCA, line level -
AUDIO BIT RATE 7.2 /32kbps -
VIDEO REFRESHING FRAME RATE 25/30fps
RS485 OUTPUT Yes -
PRIVACY ZONE MASKING — On / Off, 8 masks
AUTO RUN - 128 Presets, 6 Patrols, 3 Patterns
NETWORK INTERFACE Ethernet ( RJ-45 Wired, 10/100 Base-TX )
NETWORK PROTOCOL TCP/IP, DHCP, HTTP, SNTP, DDNS, DNS, SMTP
CONCURRENT USERS 6
WEB SERVER Built-in
USB INTERFACE USB 2.0, 480Mbps -
COMPRESSION SMAC-M Multi-stream
EVENT External alarm, motion detection, video loss
ACTION Dial back, email, Dial back, email
relay switch
ALARM INPUT 1
RELAY OUTPUT 1 -
MICRO SD INTERFACE Built-in - Built-in
POWER RATING DC 12V, 5W (max) DC 12V, 9.3W (max) DC 12V, 7.4W (max) AC 24V, 40W (max)
POWER OVER ETHERNET Yes -
POWER OUT Yes ( 12V DC, 500 mA ) -
AMBIENT TEMPERATURE 0°C - 50°C
RELATIVE HUMIDITY <85% ( no condensation ) -
WEATHER PROOF - IP66
VANDAL RESISTANT - Yes optional
DIMENSION 160 mm x 75 mm x 50 mm - - -

NET WEIGHT 0.45kg 1.02 kg 0.63 kg 3.6 kg
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Mobile & IP Surveillance

Powered by SMAC-M CompreSSIOﬁ

SMAC-M is a revolutionary video compression technology developed by TeleEye
specially for mobile & IP video surveillance application. SMAC-M is one of the first
video coder in the market that uses multi-stream coding technology to solve the Vil @aear
conflicting requirements of simultaneous recording and remote surveillance.

Composite Video Recording /

LAN / ADSL

Traditional

Key benefits:

e QOutputs 5 independent digital video streams at different bit rates covering all SMAC-M: Multi-stream Video Coding Technolo
commercial communication channels - = 2/

o Offers simultaneous efficient remote video surveillance & DVD-quality recording L Recording
Composite Video SMAC M LAN
e Records 60% longer than MPEG-4 at the same picture resolution, quality and AL
frame rate MULTI-STREAM Dial-up
VIDEO Mobile

e Transmits 50% faster than MPEG-4 on ADSL

PC Requirements

WX-30 WX-M16 CMS01
CPU: Pentium IV 2.4GHz or above
RAM: 1024 MB or above
HDD: 1 GB of free disk space or above
Display: 1024x768, true colour
Os: MS Windows 2000, XP, Vista
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